Legend-Class NSC Characteristics 

Length Overall: Beam: 418 feet 

Beam: 54 feet 

Draft: 22.5 feet 

Full Load Displacement: 4,500 light tons 

Total Enclosed Deck Area: 54,159 sq.ft. 

Aviation Flight Deck Area: 4,040 sq.ft. 

Propulsion: Combined Diesel and Gas Combined diesel and gas (CODAG) is a type of propulsion system for ships which need a maximum speed that is considerably faster than their cruise speed, particularly warships like modern frigates or corvettes.  Turbine (CODAG CODAG Combined Diesel & Gas Turbine
CODAG Combination Of Diesel & Gas (Turbine) ) with two 9,655 hp MTU diesels, one 29,500 bhp LM2500 gas turbine, and combining gear 

Maximum Sustained Speed In road transport, the highest speed at which a vehicle, with its rated payload, can be driven for an extended period on a level first-class highway without sustaining damage. : 28 knots 

Sprint Speed: 30-plus knots 

Range: 12,000 nautical miles (nm) at 12 knots 

Endurance: 90 days maximum (notional 60-day on-station patrols) 

Crew: 114 notional/148 maximum accommodations 

Armament: 

Hard Kill: MkllO 57mm gun Mkl5 20mm Close-in Weapon System (CIWS CIWS Close-In Weapon System (US Navy)
CIWS Compliance Information Web Submission (EPA) ) BlklB Four.50-caliber machine guns 

Soft Kill: Mk53 Nulka electronic warfare decoy and SBROC chaff 

Sensors: X-and S-band surface search radar; TRS-3D air-search radar; SPQ-9B fire-control radar; Mk46 electro- optical/infrared (EO/IR EO/IR Electro-Optical/Infra-Red ) sensor; SLQ-32 electronic warfare system; UPX-36 identification friend or foe The examples and perspective in this article or section may not represent a worldwide view of the subject.
Please [ improve this article] or discuss the issue on the talk page.  (IFF) 

Communications: HF, VHF and UHF; radio direction finder A radio direction finder (RDF) is a device for finding the direction to a radio source. Due to radio's ability to travel very long distances "over the horizon", it makes a particularly good radio navigation system for ships and aircraft that might be flying at a distance   

Intelligence: Sensitive Compartmented Information Facility An accredited area, room, group of rooms, or installation where sensitive compartmented information (SCI) may be stored, used, discussed, and/or electronically processed. Sensitive compartmented information facility (SCIF) procedural and physical measures prevent the free access of  (SCIF (Sensitive Compartmented Information Facility) A Department of Defense (DOD) term for a secure room or datacenter that foils electronic surveillance and suppresses data leakage. ) Ship s Signals Exploitation Equipment Increment E (SSEE-E) 

Stern Launch: Long-Range Interceptor (LRI-II)and Over-the-Horizon (CB-OTH-IV) craft 

Davits Launch: OTH cutter boat 

Aviation: Hangar can accommodate two MH-65C or MH-60T helicopters, or one helo
